
 Huge labour and time savings

 No open flame

 Less equipment required

 Lower installation costs

 No burn permit

 More repeatable than 
brazing

ODM X ODM

COMPATIBLE
COMPONENTS

aerospace
climate control
electromechanical
filtration
fluid & gas handling
hydraulics
pneumatics
process control
sealing & shielding

ZoomLock®

Flame-Free Refrigerant Fittings
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Applications
 ◙ High Pressure HVAC/R

 ◙ Glycol

 ◙ Non-Potable Water

Product Parameters
 ◙ Continuous Operating 
Temperature: 
250°F / 121°C

 ◙ O-Ring Temperature Rating: 
-40°F to +300°F 
-40°C to +149°C

 ◙ Maximum Rated Pressure (MRP): 
700 psi / 48 bar

 ◙ Minimum Burst Pressure 
(UL 207): 
2,100 psi / 145 bar

 ◙ Vacuum Pressure Capability: 
20 Microns

 ◙ External Leak Rate: 
< 0,003 Liters (0,1 ounces) of Helium 
per Year at Operating Pressure 
Range

 ◙ Vibration Resistance: 
Conforms to UL109

 ◙ Size Availability (Inches): 
1/4, 5/16, 3/8, 1/2, 5/8, 3/4, 7/8, 
1-1/8, 1-3/8

Fitting Materials
 ◙ Fitting Body: 
Refrigerant Grade Copper, per ASTM-
B75 or ASTM-B743

 ◙ O-Ring: 
 HNBR   

Compatibility
◙◙ Approved Oils: 
Mineral Oil, POE, PVE, PAG

◙◙ Approved Tubing Materials: 
Copper to Copper Connections

◙◙ Approved Tubing Tolerance: 
Meets ASTM B280 and EN 12735

◙◙ Approved Copper Tubing 
Types for Use with Klauke® 
15 kN Compatible Jaws: 
Hard Copper (Drawn) 
-  1/4” – 1-1/8” Type ACR, M, L 
-  Type K only up to 7/8” 
Soft Copper (Annealed) 
-  1/4” – 1-1/8” Type ACR, L 
-  Type K only up to 7/8”

Approved Copper Tubing 
Types for Use with Klauke® 
19 kN Compatible Jaws: 
Hard Copper (Drawn) 
-  1/4” – 1-3/8” Type ACR, M, L, K 
Soft Copper (Annealed) 
-  1/4” – 1-3/8” Type ACR, L, K 

Fitting Warranty
 ◙ 5 years from date of install.    

Agency Approvals and  
Certifications
◙◙ Several approvals available

◙◙ Product patented

*Flammable refrigerants. Check with Local Building or 
Mechanical Code Officials. Refer to ZoomLock.com 
for the latest approved refrigerants list.

ZoomLock Flame-Free Refrigerant Fittings
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Size
Part 

Num-
ber

Description

Dimensions

A B C D

Inch mm Inch mm Inch mm Inch mm

1/4 770500 PZK-C4-HNBR 0.26 6.6 0.34 8.6 0.45 11.5 0.95 24.1

5/16 770501 PZK-C5-HNBR 0.32 8.2 0.40 10.2 0.52 13.1 0.93 23.6

3/8 770502 PZK-C6-HNBR 0.39 9.8 0.47 11.8 0.58 14.8 0.98 24.9

1/2 770503 PZK-C8-HNBR 0.51 13.0 0.59 15.0 0.73 18.6 1.25 31.8

5/8 770504 PZK-C10-HNBR 0.64 16.1 0.74 18.7 0.89 22.5 1.24 31.5

3/4 770505 PZK-C12-HNBR 0.76 19.3 0.88 22.4 1.07 27.2 1.29 32.8

7/8 770506 PZK-C14-HNBR 0.89 22.5 1.02 25.8 1.19 30.2 1.31 33.3

1 770513 PZK-C16-HNBR 1.01 25.7 1.16 29.5 1.36 34.6 1.31 33.3

1-1/8 770507 PZK-C18-HNBR 1.14 28.8 1.29 32.6 1.44 36.7 1.29 32.8

1-3/8* 770508 PZK-C22-HNBR 1.39 35.3 1.54 39.1 1.75 44.5 1.57 39.9

Dimensions
Couplings

A B C

D

Size
Part 

Num-
ber

Description

Dimensions

A B C D

Inch mm Inch mm Inch mm Inch mm

1/4 770550 PZK-RC4-HNBR 0.26 6.6 0.34 8.6 0.45 11.5 2.00 50.8

3/8 770552 PZK-RC6-HNBR 0.39 9.8 0.47 11.8 0.58 14.8 2.05 52.1

1/2 770553 PZK-RC8-HNBR 0.51 13.0 0.59 15.0 0.73 18.6 2.74 69.6

5/8 770554 PZK-RC10-HNBR 0.64 16.1 0.74 18.7 0.89 22.5 2.75 69.9

3/4 770555 PZK-RC12-HNBR 0.76 19.3 0.88 22.4 1.07 27.2 2.75 69.9

7/8 770556 PZK-RC14-HNBR 0.89 22.5 1.02 25.8 1.19 30.2 2.74 69.9

1-1/8 770557 PZK-RC18-HNBR 1.14 28.8 1.29 32.6 1.44 36.7 2.77 70.4

1-3/8* 770558 PZK-RC22-HNBR 1.39 35.3 1.54 39.1 1.75 44.5 1.57 39.9

Slip Couplings
Dimensions

Note: Not UL Approved. Includes foam insulation as shown.

B

C

A
A

A

Size Part 
Number Description

Dimensions

A B C

Inch mm Inch mm Inch mm

3/8 771102 PZK-Y6-NA 0.38 9.53 7.59 192.00 2.37 60.00
1/2 771103 PZK-Y8-NA 0.50 12.70 8.97 227.00 2.49 63.00
5/8 771104 PZK-Y10-NA 0.63 15.88 9.49 240.00 2.61 66.00
3/4 771105 PZK-Y12-NA 0.75 19.05 10.20 258.00 2.73 69.00
7/8 771106 PZK-Y14-NA 0.88 22.23 12.13 307.00 2.89 73.00

1-1/8 771107 PZK-Y18-NA 1.13 28.57 13.16 333.00 3.56 90.00

Y-Joints
Dimensions

Compatibility

Approved Refrigerants
◙■ 32* ◙■ 424A ◙■ 453A

◙■ 125 ◙■ 427A ◙■ 454A*

◙■ 134a ◙■ 434A ◙■ 454B*

◙■ 143a* ◙■ 437A ◙■ 454C*

◙■ 152a* ◙■ 438A ◙■ 455A*

◙■ 227ea ◙■ 442A ◙■ 456A

◙■ 290* ◙■ 444A* ◙■ 457A*

◙■ 404A ◙■ 444B* ◙■ 458A

◙■ 407A ◙■ 445A* ◙■ 507A

◙■ 407B ◙■ 446A* ◙■ 513A

◙■ 407C ◙■ 447A* ◙■ 513B

◙■ 407F ◙■ 448A ◙■ 515A

◙■ 407G ◙■ 449A ◙■ 515B

◙■ 407H ◙■ 449B ◙■ 600*

◙■ 410A ◙■ 449C ◙■ 600a*

◙■ 417A ◙■ 450A ◙■ 718

◙■ 421A ◙■ 451A* ◙■ 1234yf*

◙■ 422A ◙■ 451B* ◙■ 1234ze*

◙■ 422B ◙■ 452A ◙■ Ethylene Glycol

◙■ 422C ◙■ 452B*

◙■ 422D ◙■ 452C
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 WARNING - USER RESPONSIBILITY
 FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS DESCRIBED HEREIN OR RELATED ITEMS CAN CAUSE DEATH, 
 PERSONAL INJURY AND PROPERTY DAMAGE.

• This document and other information from Parker-Hannifin Corporation, its subsidiaries and authorized distributors provide product or system options for further investigation by users having 
technical expertise.
• The user, through its own analysis and testing, is solely responsible for making the final selection of the system and components and assuring that all performance, endurance, maintenance, 
safety and warning requirements of the application are met. The user must analyze all aspects of the application, follow applicable industry standards, and follow the information concerning the 
product in the current product catalog and in any other materials provided from Parker or its subsidiaries or authorized distributors.
• To the extent that Parker or its subsidiaries or authorized distributors provide component or system options based upon data or specifications provided by the user, the user is responsible for 
determining that such data and specifications are suitable and sufficient for all applications and reasonably foreseeable uses of the components or systems.

Parker Hannifin RACE
Instrumentation Group
Refrigeration and Air Conditioning Europe
Via Enrico Fermi, 5
20060 Gessate - Milano - Italy
Tel. +39 (0) 2 95125.1 - www.parker.com/race
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Size
Part 

Number
Description

Dimensions

A B C D E 

Inch mm Inch mm Inch mm Inch mm Inch mm

1/2 to 3/8 771502 PZK-B86-HNBR 0.39 9.8 0.56 14.2 0.59 15.0 0.47 11.8 2.50 63.5
5/8 to 1/2 771505 PZK-B108-HNBR 0.51 13.0 0.68 17.3 0.72 18.2 0.59 15.0 2.95 74.9
3/4 to 5/8 771507 PZK-B1210-HNBR 0.64 16.1 0.84 21.3 0.87 22.1 0.74 18.7 2.98 75.7
7/8 to 3/4 771510 PZK-B1412-HNBR 0.76 19.3 1.02 25.9 1.05 26.7 0.88 22.4 3.04 77.2
1/2 to 7/8 771514 PZK-B1814-HNBR 0.89 22.5 1.10 27.9 1.19 30.2 1.02 25.8 3.06 77.7
1-3/8 to 1-1/8* 771519 PZK-2218-HNBR 1.14 28.8 1.40 35.6 1.45 36.8 1.29 32.6 3.12 79.2

Reducing Bushings
Dimensions

Elbow - 45°
Dimensions

A

B C

E

D

Dimensions
C
B

A

E

F

D

Long Radius Street Elbow

A

B

A

C

P-traps
Dimensions

Size
Part 

Number
Description

Dimensions

A B C D E 

Inch mm Inch mm Inch mm Inch mm Inch mm

3/8 771402 PZK-45E6-HNBR 0.39 9.8 0.56 14.2 0.59 15.0 2.96 75.2 1.26 32.0
1/2 771403 PZK-45E8-HNBR 0.51 13.0 0.71 18.0 0.73 18.6 3.72 94.5 1.54 39.1
5/8 771404 PZK-45E10-HNBR 0.64 16.1 0.86 21.8 0.88 22.5 3.97 100.8 1.64 41.7
3/4 771405 PZK-45E12-HNBR 0.76 19.3 1.02 25.9 1.06 27.0 4.12 104.6 1.70 43.2
7/8 771406 PZK-45E14-HNBR 0.89 22.5 1.13 28.7 1.19 30.1 4.38 111.3 1.82 46.2

1-1/8 771407 PZK-45E18-HNBR 1.14 28.8 1.41 35.8 1.45 36.7 4.84 122.9 2.00 50.8
1-3/8* 771408 PZK-45E22-HNBR 1.39 35.2 1.68 42.7 1.75 44.4 5.67 144.0 2.55 64.8

Size
Part 

Number
Description

Dimensions

A B C D E F

Inch mm Inch mm Inch mm Inch mm Inch mm Inch mm

3/8 771302 PZK-90SE6-HNBR 0.39 9.8 0.54 13.7 0.59 15.0 0.38 9.5 1.89 48.0 1.75 44.5
1/2 771303 PZK-90SE8-HNBR 0.51 13.0 0.69 17.5 0.72 18.2 0.50 12.7 2.65 67.3 2.56 65.0
5/8 771304 PZK-90SE10-HNBR 0.64 16.1 0.84 21.3 0.87 22.1 0.63 15.9 2.81 71.4 2.64 67.1
3/4 771305 PZK-90SE12-HNBR 0.76 19.3 1.03 26.7 1.05 26.7 0.75 19.1 3.15 80.0 3.00 76.2
7/8 771306 PZK-90SE14-HNBR 0.89 22.5 1.14 29.0 1.19 30.2 0.88 22.2 3.40 86.4 3.25 82.6
1/8 771307 PZK-90SE18-HNBR 1.14 28.8 1.41 35.8 1.45 36.7 1.13 28.6 3.93 99.8 3.80 96.5

1-3/8* 771308 PZK-90SE22-HNBR 1.39 35.2 1.68 42.7 1.75 44.4 1.38 34.9 4.51 114.6 4.38 111.3

*ZoomLock 1-3/8” fittings can only be crimped with 19 kN Klauke tools. *ZoomLock 1-3/8” fittings can only be crimped with 19 kN Klauke tools.

*ZoomLock 1-3/8” fittings can only be crimped with 19 kN Klauke tools.

Note: Not UL Approved. *ZoomLock 1-3/8” fittings can only be crimped with 
19 kN Klauke tools.

Size
Part 

Number
Description

Dimensions

A B C

Inch mm Inch mm Inch mm

1/2 771203 PZK-PT8-NA 0.50 12.7 5.12 130.0 3.54 90.0
5/8 771204 PZK-PT10-NA 0.63 15.9 5.12 130.0 3.62 92.0
3/4 771205 PZK-PT12-NA 0.75 19.1 5.91 150.0 4.25 108.0
7/8 771206 PZK-PT14-NA 0.88 22.2 6.69 170.0 4.65 118.0

1-1/8 771207 PZK-PT18-NA 1.13 28.6 8.27 210.0 5.98 152.0
1-3/8* 771208 PZK-PT22-NA 1.38 34.9 10.24 260.0 7.48 190.0




