
TYPICAL INSTALLED 
SECTION E-E 

CURB SECTION

GASKET

ROOFING FELT

(BY C.A.S.) COUNTER
FLASHING
(FIELD

(FIELD SUPPLIED)

1 X 4 
WOOD NAILER

SUPPLIED)

CANT STRIP

(BY C.A.S.)

RIGID INSULATION

(FIELD SUPPLIED)

(FIELD SUPPLIED)

ROOF CURB IS LABELED WITH RTU# IF APPLICABLE

DATE: ______________________
COMPANY:___________________
JOB NAME:_________________
SUBMITTED BY:_______________

MITERED TOP CORNERS

_____________________________

ROOF CURB IS SHIPPED KNOCKED DOWN.

NOTES:______________________

INCLUDED FOR DUCT SUPPORT INSTALLATION,

FULL PERIMETER WOOD NAILER.

PRE-PUNCHED ASSEMBLY HOLES AND HARDWARE

FEATURES:

  

SURE-LOCK CURB NUMBER

TM

Drawn Date:  01/24/07

CARRIER 1A

Cambridgeport
SALISBURY, MA   01952

PHONE 1-800-648-2872   FAX 1978-462-9189

ESTIMATED WEIGHT: 102 LBS.

1000026

AIR SYSTEMS, INC.

Drawn By: CJT REV:  

SURE-LOCK ROOF CURB 
SUBMITTAL #1000026

SEISMIC RATED

R/A

S/A

13 7/8"

ID

20 1/4"

32 1/16"

36 15/16"

 ID67 1/8"

13 11/16"

E

EPERMANENT ACRYLIC
ADHESIVE

IS ALTERNATIVE

1  3/4" 
DRAIN HOLE AT

CENTER BAR HOLE

WATERPROOF VINYL
SHEET WITH

OPENING FOR BASE PAN
ENTRY SERVICE

14"

6"

7 1/16"

16 13/16"


